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1 History 

Issue Date Author Remarks 

1.00 2009-09-24 R. van Ruiten 1st issue 

    

Table 1: History of Logena Service Tool Interface Configuration Center Settings v1.00 
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3 Terms and Abbreviations 

3.1 Terms 
o   

 
3.2 Abbreviations 
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4 HS Light 

4.1 Configure an interface for the first time 
 

1. Configure the Logena Interface with the interface configuration center.  
 

• Connect the interface to the computer. 
• The PC will indicate that it has found new hardware.  
• When a prompt doesn’t pop up the hardware is installed automatically. 
• When a prompt pops up it will ask you if you want to search in Windows Update 

for drivers.  
• Choose No, do not search for drivers here and click “Next”. 
• The next dialog asks you if you want to install the drivers for the HS-light 

interface automatically or not. 
• Choose to install automatically, the drivers will be installed automatically. 
• Wait until the PC indicates that the drivers have been installed and the HSLight 

Interface is ready to use. 
 

• Start the hardware detection by clicking on the “Interface Configuration Center” 
shortcut located in the start menu. 
StartProgramsLogena AutomotiveLogena Service Tool Interface 
Configuration Center (See picture below). 
 

 
 

2. When there are no devices configured, the following screen appears: 
 

 
 

• Click the “Yes” button to open the hardware detection. 
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3. Hardware detection. 
 

 
 
• Follow the instructions in the hardware detection menu. 
• Select the HSX / HS+ / HSLight-Interface – USB. 
• Click “Start”. 

 
4. When the device is found the following screen pops up: 

 

 
 

• Click on the “Yes” button to add the interface to the configuration. 
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5. The interface is added to the configuration center. 
 

 
 
 

• Click on the save button to save the device configuration. 
• Click “Close” to close the configuration center.  
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4.2 Configure an interface 
 

1. Configure the Logena Interface with the interface configuration center.  
 

• Connect the interface to the computer. 
• The PC will indicate that it has found new hardware.  
• When a prompt doesn’t pop up the hardware is installed automatically. 
• When a prompt pops up it will ask you if you want to search in Windows Update 

for drivers.  
• Choose No, do not search for drivers here and click “Next”. 
• The next dialog asks you if you want to install the drivers for the HS-light 

interface automatically or not. 
• Choose to install automatically, the drivers will be installed automatically. 
• Wait until the PC indicates that the drivers have been installed and the HSLight 

Interface is ready to use. 
 

• Start the hardware detection by clicking on the “Interface Configuration Center” 
shortcut located in the start menu. 
StartProgramsLogena AutomotiveLogena Service Tool Interface 
Configuration Center (See picture below). 
 

 
 

2. Click on the automatic search button to search for connected interfaces. 
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3. Hardware detection screen pops up. 
 

 
 
• Follow the instructions in the hardware detection menu. 
• Select the HSX / HS+ / HSLight-Interface – USB. 
• Click “Start”. 

 
4. When the device is found the following screen pops up: 

 

 
 

• Click on the “Yes” button to add the interface to the configuration. 
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5. The interface is added to the configuration center. 
 

 
 
 

• Click on the save button to save the device configuration. 
• Click “Close” to close the configuration center.  
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5 HS+ wLAN 

 
1. Make a new wireless connection with the following specifications: 

 
SSID Name:   wlan_interface 
WEP-Key 128-bits: 0102030405060708090A0B0C0D 

 Connection Type: ad hoc 
 

2. Set windows wireless settings: 
 

Go to “Properties” of Internet-protocol (TCP/IP). 
 

 
 

Set the IP-address of the PC to 192.168.1.xxx (xxx can be a random number and 
cannot be the same as the IP-address of the interface). The other settings are the 
default settings, do not change these settings. 
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3. Check if the settings are OK: 
 

Go to the DOS screen and type: ipconfig. The IP configuration of the PC is 
displayed, if the displayed IP-address is the same as the IP-address configured in 
the previous step, the configuration succeeded. 
 

 
 

In the same DOS screen a PING test can be preformed to check if the pc can 
communicate with the interface. Type PING followed by the IP-address of the 
interface (Default 192.168.1.200) 
 

 
 
If the Interface answers back the settings are OK.  If the text “Request timed out” 
is displayed, the PC cannot communicate with the interface. Check the settings 
made in the previous steps. 
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4. Add a new device in the “samtec configuration manager”. Change the hardware 
setting to  
HS + Interface, the setting PC Port to TCP/IP and set the IP address / Host name 
to the IP address of the interface (Default 192.168.1.200). Save these settings. 

 

 
 
Interface information: 
 
Parameter Value (Default) 
wLAN-IP-Address 192.168.1.200 
wLAN-Subnet-Mask 255.255.255.0 
wLAN-Standard-Gateway 0.0.0.0 
SSID wlan_interface 
WEP <Enabled> 
WEP-Key 0102030405060708090A0B0C0D 
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6 Revision History 

Revision 
Number 

Changes Remarks 

1.00  1st issue  

   

Table 2: Revision History Logena Service Tool Interface Configuration Center Settings v1.00 
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