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3 Terms and Abbreviations

3.1 Terms
0

3.2 Abbreviations
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AUTOMOTIVE

4 HS Light

4.1 Configure an interface for the first time

1. Configure the Logena Interface with the interface configuration center.
e Connect the interface to the computer.
e The PC will indicate that it has found new hardware.
e When a prompt doesn’t pop up the hardware is installed automatically.
e When a prompt pops up it will ask you if you want to search in Windows Update
for drivers.
e Choose No, do not search for drivers here and click “Next”.
e The next dialog asks you if you want to install the drivers for the HS-light
interface automatically or not.
Choose to install automatically, the drivers will be installed automatically.
Wait until the PC indicates that the drivers have been installed and the HSLight
Interface is ready to use.
e Start the hardware detection by clicking on the “Interface Configuration Center”
shortcut located in the start menu.
Start>Programs->Logena Automotive>Logena Service Tool> Interface
Configuration Center (See picture below).
fh Logena Service Tool n% Interface Configuration Center
E Logena Service Tool|Inkerface Configuration Center
3 'tfg Uninstall Logena Service Tool
3 \-Q Uninstall Logena Service Tool CECU plugin
2. When there are no devices configured, the following screen appears:
samtec Configuration Center
D ] Mo devices are configured.
\__i
; ou can configure the devices manually or wou can detect the hardware aukomatically.
Do wou wank to make a hardware detection now?
Nee
e Click the “Yes” button to open the hardware detection.
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3. Hardware detection.

5 samtec Hardware Detection - samConfig.shd |EE |§|
L& Hardware Detection == =
) qrinnraee

Fleaze zelect in the following the devices that are to be searched! Conticect the
hardware with the conezponding portz and connect them if neceszary with the power

zupplyl

/ =
¥ HSx /HS5+ / HSlight-Interface - LISE D CaM Karten
[~ |5E/5AE Intertz

Devices found during the last hardware detection

Farameter ~ i\-"alues
Mo devices found

Click on "Start” button for hardware-detection to start!

Wi samtec, de

Help J C Start ) LCloge

e Follow the instructions in the hardware detection menu.
e Select the HSX / HS+ / HSLight-Interface — USB.
e Click “Start”.

4. When the device is found the following screen pops up:

Hardware Detection

.:.:/ 1 devices was Found, Do you want ko add the founded devices inka the current device configurationy

Mees

e Click on the “Yes” button to add the interface to the configuration.
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5. The interface is added to the configuration center.

I samtec Configuration Center - samConfig.sdc *

A,

- ;" Device Configuration @@m_ @

manually or by hardware detection.

E®:!

In arder to access the connected interfaces they have to be added and configured here either

RO R BT SRS N edl

F'almeer - ) | "Walues . .
%" Device 0 - HSlight-Interface USB 0200018

A

Help | Lloge

de

e Click on the save button to save the device configuration.

e Click “Close” to close the configuration center.
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4.2 Configure an interface
1. Configure the Logena Interface with the interface configuration center.

Connect the interface to the computer.

The PC will indicate that it has found new hardware.

When a prompt doesn’t pop up the hardware is installed automatically.

When a prompt pops up it will ask you if you want to search in Windows Update

for drivers.

Choose No, do not search for drivers here and click “Next”.

e The next dialog asks you if you want to install the drivers for the HS-light
interface automatically or not.

e Choose to install automatically, the drivers will be installed automatically.

e Wait until the PC indicates that the drivers have been installed and the HSLight

Interface is ready to use.

e Start the hardware detection by clicking on the “Interface Configuration Center”
shortcut located in the start menu.
Start>Programs->Logena Automotive>Logena Service Tool> Interface
Configuration Center (See picture below).

fi Logena Service Tool m% Interface Configuration Center

E Logena Service Tool|Interface Configuration Centar

3 1.73 Uninstall Logena Service Tool

3 t-g Uninstall Logena Service Tool CECU plugin

2. Click on the automatic search button to search for connected interfaces.

i samtec Configuration Center - samConfig.sdc * E“E”g]

‘_ : Device Configuration @m @@;

| order bo access the connected interfaces they have to be added and configured here either
manually or by hardware detection,

= N e @ CReAE

Fararmeter

| Walues

&% Device 0 - HSlight-Interface USE 0200018

i) zarntec. de

Help Close

Page 8 of 15

Date: Department:
Designed by: | rene.van.ruiten@logena.com 2009-09-24 Engineering
Released by: | rene.van.ruiten@logena.com 2009-09-24 Engineering
Designation: Logena Service Tool Interface Configuration Center Version: 1.00 Status: draft / released /
Settings v1.00 obsolete

The copying, distribution and utilization of this document as well as the communication of its contents to others without expressed authorization is prohibited. Offenders
will be held liable for the payment of damages. All rights reserved in the event of the grant of a patent, utility model or ornamental design registration.
© Logena Automotive BV




AUuTOMO

3. Hardware detection screen pops up.

5 samtec Hardware Detection - samConfig.shd |EE |§|
L& Hardware Detection == =
) qrinnraee

Fleaze zelect in the following the devices that are to be searched! Conticect the
hardware with the conezponding portz and connect them if neceszary with the power

zupplyl

/ =
¥ HSx /HS5+ / HSlight-Interface - LISE D CaM Karten
[~ |5E/5AE Intertz

Devices found during the last hardware detection

Farameter ~ i\-"alues
Mo devices found

Click on "Start” button for hardware-detection to start!

Wi samtec, de

Help J ( Start j Cloze

e Follow the instructions in the hardware detection menu.
e Select the HSX / HS+ / HSLight-Interface — USB.
e Click “Start”.

4. When the device is found the following screen pops up:

Hardware Detection

.:.:/ 1 devices was Found, Do you want ko add the founded devices inka the current device configurationy

Mees

e Click on the “Yes” button to add the interface to the configuration.
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5. The interface is added to the configuration center.

I samtec Configuration Center - samConfig.sdc *

A,

- ;" Device Configuration @@m_ @

manually or by hardware detection.

E®:!

In arder to access the connected interfaces they have to be added and configured here either

RO R BT SRS N edl

F'almeer - ) | "Walues . .
%" Device 0 - HSlight-Interface USB 0200018

A

Help | Lloge

de

e Click on the save button to save the device configuration.

e Click “Close” to close the configuration center.
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5 HS+ wLAN

AUTOMOTIVE

1. Make a new wireless connection with the following specifications:

SSID Name: wlan_interface
WEP-Key 128-bits: 0102030405060708090A0BOCOD

Connection Type: ad hoc

2. Set windows wireless settings:

Go to “Properties” of Internet-protocol (TCP/IP).

—L Eigenschappen voor Draadloze netwerkverbi... EJE‘

Algemeen | Geavanceerd
Werbinding maken via:

HP IntelR) Wireless WiFi Link 49558GN

Deze verbinding heeft de volgende onderdelen nodia

T AEGIS Protocol (IEEE 802.1%) «3.6.0.0 ~
T WLAN transport
L@ |rternet-protacol [TCP/P)
v
<
Gae)

Bieschrijving

Transmission Control Protocol/Intemet Protocol. Het
standaard WA -protocol dat communicatie biedt tussen
verschillende, met elkaar verbonden netwerken,

[[] Pictogram in spsteemvak weergeven gedurende de verbinding

Melding weergeven als deze verbinding beperkte of geen
werbindingsmogelikheden heeft

Set the IP-address of the PC to 192.168.1.xxx (xxx can be a random number and
cannot be the same as the IP-address of the interface). The other settings are the

default settings, do not change these settings.

Eigenschappen voor. Internet-protocol (TCP/IP) @E\

Algemeen
IFinstelingen kunnen automatisch worden toegewezen als het netuerk

deze mogelikheid ondersteunt, &ls dit niet het geval is, dient u de
netwerkbehesrder naar de geschikte IP-nstelingen te viagen

©) butomatisch een IP-adres laten toswizen

(@ Het volgends IP-adres gebruiken:
IP-adhes 192 168. 1 .16

Subnetmasker. 295 .255.255 . 0

Standaard-gateway:

() De wolgende DNS-serveradiessen geiuiken
Voorkews DNS server

Alternatievs DNS-server:

Geavancesrd
Annuderen
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3. Check if the settings are OK:

Go to the DOS screen and type: ipconfig. The IP configuration of the PC is
displayed, if the displayed IP-address is the same as the IP-address configured in
the previous step, the configuration succeeded.

WINDOWS\system32\cmd. exe BEE

C:\>ipconfig

windows IP-configuratie

Ethernet-adapter LAN-verbinding:
Status wvan medium : medium ontkoppeld
Ethernet-adapter Draadloze netwerkverbinding:
verbindingsspac. DNS-achtervoegsel:
IP-adres 192.168.1.16

Subnetmasker 55.255.255.0
standaar dgateway H

In the same DOS screen a PING test can be preformed to check if the pc can
communicate with the interface. Type PING followed by the IP-address of the
interface (Default 192.168.1.200)

ot C:\WINDOWS\system32\emd.exe !Eu

C:\>ping 192.168.1.200
Pingan naar 192.168.1.200 met 32 byte gegevens:

lAntwoord van 192.168.1.200: bytes=32 tijd=30 ms TTL=64
lAntwoord van 192.168.1.200: bytes=32 tijd=38 ms TTL=64
lAntwoord van 192.168.1.200: bytes=32 ti]d=23 ms TTL=64
lAntwoord wan 192.168.1.200: bytes=32 tijd=30 ms TTL=64

Ping-statistieken voor 192.168.1.200:
Pakketten: verzonden = 4, ontwvangen = 4, verloren = 0
(0% verlies).Da gemiddelda tijd voor het uitvoeren van één bewerk]
Hinimum = 23ms, Maximum = 38ms, Gemiddelde = 30ms

IC:\>

If the Interface answers back the settings are OK. If the text “Request timed out”
is displayed, the PC cannot communicate with the interface. Check the settings
made in the previous steps.
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AUTOMOTIVE

4. Add a new device in the “samtec configuration manager”. Change the hardware
setting to
HS + Interface, the setting PC Port to TCP/IP and set the IP address / Host name
to the IP address of the interface (Default 192.168.1.200). Save these settings.

I&% samtec Configuration Center - samConfig.sdc *

=« Device Configuration ==E@;

=1

In arder lo access the connected interfaces they have to be added and configuied here ither manually or by hardware detection.

O |l k| a5 | 1 MR G B BU -

Parameter Values
+ <y Device 0 - HSlight-Interface USB 0100067
= # Device 1 - HS+ Interface TCP/IP - 192.168.1.200°

Cornment
Hardware HS+ Interface
=+ PC-Port TCRAP
I address / Host name  192.168.1.200
TCP part number 7500
UDP part number 7a01
& Firmware Automatic seletion [recommended)
Storage aea Flash
+ Copracessor firmyare Automatic selection [recommended)

Parameter file [optional)

wvawy samtec. de

Help Lloze

Interface information:

Parameter Value (Default)
WLAN-IP-Address 192.168.1.200
WLAN-Subnet-Mask 255.255.255.0
wLAN-Standard-Gateway 0.0.0.0

SSID wlan_interface

WEP <Enabled>

WEP-Key 0102030405060708090A0BOCOD
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6 Revision History

Revision Changes Remarks
Number
1.00 1% issue

Table 2: Revision History Logena Service Tool Interface Configuration Center Settings v1.00
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