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1 History 

Issue Date Author Remarks 

1.00 2009-09-24 R. van Ruiten 1st issue 

1.01 2009-12-14 R. van Ruiten See Revision History 

1.02 2010-03-17 R. van Ruiten See Revision History 

Table 1: History of Logena Service Tool Main Framework Instructions v1.02 
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3 Terms and Abbreviations 

3.1 Terms 
o   

 

3.2 Abbreviations 
 

  

CBCU Central Body Control Unit 
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4 Installation 

4.1 Hardware Requirements 
 

 150MB of free space on your hard disk. 

 1 free USB ports for the Hardlock. 

 1 free USB ports when a USB communication interface is used. 

 USB Hardlock. 

 Interface (e.g. HS Light, HS+ WLAN, Etc.) 

 Screen Resolution of at least 800x600. 

 

 

4.2 Software Requirements 
 

 The use of Logena Service Tool requires that Windows XP has been installed as 

operating system. 

 Administrator rights are required for installation and configuration and normal use 

of the Logena Service Tool. 
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4.3 Installation of Logena Service Tool 
 

 Uninstall all previous versions of Logena Service Tool. 
(StartProgramsLogena AutomotiveLogena Service ToolUninstall Logena 

Service Tool). 

 Make sure that the USB Hardlock and the communication interface are not 

connected to the PC. 

 On the installation cd go to x:\Logena Service Tool Main Framework\Logena 

Service Tool Main Framework v2.x.x.x 

 Start the installation by executing setup.exe. 

 Follow the prompts in the installation dialogue until installation is complete. 

 

1. When .NET Frameworks 3.5 SP1 is not installed on the computer, the following 

screen appears: This program is required to be able to run the tool. 

 

 
 

Click “Accept” to install .NET Frameworks 3.5 SP1. The installer will automatically 

connect to the internet to download and install .NET Frameworks 3.5 SP1. When 

the computer is connected to the internet and no errors pop up go to step b. 

When the computer is NOT connected to the internet and the following error does 

pop up go to step a. 
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a) When your computer is not connected to the internet the following screen pops 

up: 

 

 
 

Click “cancel” 

 

When you are not able to connect the computer to the internet, a copy of the 

required installation file is located on the installation CD in the folder “x:\ 3rd 

Party Software\DotNet FX 3.5 SP1. Execute the file “Install dotnetfx35.bat” to 

install .NET Frameworks 3.5 SP1. The files are extracted automatically, when the 

files are extracted the following screen appears: 

 

 
 

Accept the terms of the license agreement and click “install” 

Follow the instructions of the installer to complete the install. The installation of 

NET Frameworks 3.5 SP1 this can take a few minutes  
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b) When the computer is connected to the internet the downloading starts 

automatically. While downloading and installing .NET Frameworks 3.5 SP1 the 

following screen is displayed: 

 

 
 

If .NET Frameworks 3.5 SP1 is already installed on the computer the installer will 

start with step 2. 
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2. In the Welcome screen of the Logena Service Tool Setup Wizard, click “Next”. 

 

 
 

3. Read the License Agreement carefully, when you agree with the License 

Agreement, check the box “I Agree” and click “next”. 
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4. In the “Select Installation Folder” screen, select the folder to install the Logena 

Service Tool to. When the preferred folder is selected, or the standard folder is 

the folder to install the Logena Service Tool to, click “Next”. 

 

 
 

5. Select the default language for the Logena Service Tool and click “Next”. 
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6. In the “Confirm Installation” screen, click “Next”. 

 

  
  

7. The “Installing Logena Service Tool” screen appears, wait until the Logena Service 

Tool is installed (this may take a while). 
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8. When the installation is completed the “Installation Complete” screen appears, 

click “Close”. 

 

  
 

The Logena Service Tool is now fully installed. When asked to restart the 

computer, click “OK”. 

To be able to work with the Logena Service Tool, a Plugin must be installed first. 
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5 1st Use of Logena Service Tool 

Before using the Logena Service Tool, make sure the following actions have been 

performed: 

 

5.1 USB Hardlock 
 

 Connect the USB Hardlock to a USB port of your PC.  

 The PC will indicate that it has found new hardware and install the drivers for the 

USB Hardlock automatically. 

 Wait until the PC indicates that the drivers have been installed and the Hardlock is 

ready to use. 

 

5.2 Interface configuration 
 

For the interface configuration see chapter 9 References, reference 2 Logena Service Tool 

Interface Configuration Center Settings v1.xx. 

 

5.3 Logena Service Tool 
 

 Start the Logena Service Tool by clicking on the Desktop icon “Logena Service 

Tool” or via  
StartProgramsLogena AutomotiveLogena Service ToolLogena Service Tool. 
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6 Logena Service Tool  

This chapter describes how the administrator can add new users and make new groups, 

it also describes how the rights of the users are managed per plugin. 

 

6.1 Login 
 

Once the Logena Service Tool is started it will ask you to login with a Username and 

Password. When the Logena Service Tool is used for the first time only the administrator 

can login.  

Use the following name and password (case-sensitive): 

Username: Admin  

Password: admin 

 

 
 

 After filling in the correct Username and Password click on the “Login” button or 

press Enter to complete the Login procedure. 
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6.2 User management 
 

In the user management settings the following settings can be managed: 

 The administrator can change its password.  

 Groups can be added and group settings can be changed. 

 Users can be added and user settings can be changed. 

 Plugin settings can be applied per group. 

 

6.2.1 Open the user management screen 

 
 Open the user management screen by navigating to ConfigurationUser 

Management, or use the keyboard shortcut Ctrl+U. 
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6.2.2 Change administrator password  

 

 To change the administrator password select the Username Admin in the left 

column. In the right column the password can be changed. 

 Click on the “Save Details” button to save the changed password. 

 

 
 

 

6.2.3 Add a group 

 

1. A group must be added to the user management, before a user can be added to 

the user management, go to the tab Groups. The access levels of a plugin are 

configured per group. Users are assigned to a group, so these settings determine 

which access the users have.  

 

 Add a group by clicking “Add Group”. 
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2. Fill in Group Details. 

 Fill in a group name. 

 Fill in a description for the group (Optional). 

 Click “Save Details” to save the group. 

 

 

  
 

3. The added group appears in the left column. 
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6.2.4 Add a user 

 

For a user the following details can be saved: 

 First name (Optional). 

 Last name (Optional). 

 Username. 

 Password. 

 Member of group. 

 

1. Under the tab “Users”, users can be added, settings can be changed and users 

can be deleted.   

 

 To add a user click “Add User”. 
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2. A user must be a member of a group to be able to work with a plugin. Under 

“Member of”, the groups are displayed, check the box of the desired group to add 

the user to the group. 

 

 Fill in the user details. 

 Make the user member of the desired group(s). 

 Click on the “Save Details” button to save the new user. 

 

 
 

3. When the user is saved successfully, the new user is added to the left column. 
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6.2.5 Plugin settings 

 

Under the tab “Settings” the settings of a plugin can be changed per group. For a 

detailed overview of the used plugin settings see 9 References, reference Logena Service 

Tool CBCU Plugin Instructions v1.xx.   

 

 
 

1. Select the Plugin in the left column (e.g. CBCU). In the right column the group 

that was added before appears. 

 

  
 

2. Expand the Group by clicking on the + box left of the Group. Here the group 

properties of which the group can use can be enabled or disabled. When the 

desired functions are enabled for the Plugin Group, click the “Save Settings” 

button. 
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6.3 Interface selection 
 

This chapter describes the steps to select an interface for the Logena Service Tool. When 

there are no interfaces available to select, add an interface to the interface configuration 

center (see chapter 9 References, reference 2 Logena Service Tool Interface 

Configuration Center Settings v1.xx). 

 
1. Open the “Interface Selection” screen by navigating to ConfigurationInterface 

Selection, or use the keyboard shortcut Ctrl+I. 

 

 
 

2. The Logena Service Tool will show the following screen: 

 

 
 

 Select the desired interface and click the ”Save” button (If there is only one 

interface available, this interface is selected automatically). 
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6.4 Language selection 
 

This chapter describes how to switch to another language for the Logena Service Tool. 

 
1. Open the language selection screen by navigating to ConfigurationLanguage 

Selection, or use the keyboard shortcut Ctrl+L. 

 

 
 

2. Select the desired language and click the “Save” button.  
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A popup appears with the message that the Logena Service Tool will restart: 

 

 
 

3. Click the “Ok” button.   

 

 

The Logena Service Tool will restart, login to use the Logena Service Tool with the 

selected language. 
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6.5 Information screen 
 

1. Open the “Information” screen with the information about the Logena Service Tool 
by navigating to AboutInfo, or use the keyboard shortcut F1. 

  

 
 

The following screen appears:  

 

 
 

The information above the line is the information about the Logena Service Tool. 

The Information underneath the line provides information about the company. To 

close the info screen click the “Ok” button. 
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6.6 Closing the Logena Service Tool 
 

To switch to another user or to close the Logena Service Tool, navigating to FileExit, or 

use the keyboard shortcut Ctrl+Q and restart the Logena Service Tool. 
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7 Troubleshooting 

Problem Cause Solution 

Popup screen: 

“Code: 0x80070003" 

Dongle is connected to the 

computer while installing the 

Logena Service Tool.  

Disconnect the dongle from the 

computer. 
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8 Revision History 

Revision 
Number 

Changes Remarks 

1.00  1st issue  

1.01 Updated several pictures 

Added Troubleshooting chapter 

 

1.02 Changed the installation .NET Frameworks 3.5 SP1  

Table 2: Revision History Logena Service Tool Main Framework Instructions v1.02 
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